
RLBOLLARD
GLS 60 W       1 X 9W PL      1 X 18W PL

APPLICATIONS

PARKS & GARDENS

FOOT PATHS 

WALKWAYS

DRIVEWAYS

PEDESTRIAN PRECINCTS

CAR PARKS 
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glass diffuser      

stand pipe in PVC      

rated IP55

UV Stabilised polycarbonate 
anti-glare louvres   

brass nuts, stainless steel 
screws and rods

black, green 

ORDERING DATA

BOLLARD GLS 60 w BC	gls  60 W		  2.30 KG

BOLLARD 9w pl                           1 X 9w pl - 2 PIN	 0.06 A	 2.54 KG	

BOLLARD 18w pl                         1 X 18W PL - 2 PIN	 0.11 A	 2.54 KG		

CODE
NYLON LAMPHOLDER

WEIGHT
LAMPS

RLECONO BRAAI-LITE
60 BC     

ORDERING DATA

E BRAAILITE 60 BC	 60W BC INCANDESCENT		  1.30 KG		

CODE
NYLON LAMPHOLDER

WEIGHT
LAMPS

APPLICATIONS

GARDENS

ENTERTAINMENT AREAS 

CAMPING  

0 170mm polypropylene bowl - 6”           

nylon gallery with nylon lampholder      

epoxy - coated steel pipe which will not bend or break      

ready for immediate use

nylon compression gland which secures cable to spike      

3 metres of 2 core x 1 sq.mm cabtyre cable with 16 amp 3 pin 
plug      

Die cast spike which can be easily driven into the ground

Lamp not included
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